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Product Specifications 

 

 
 

Features 
 
 Manufactured from the highest quality North 

American Basswood. 

 Finished with high quality, American made, 
lacquer based finishes. 

 Rigid birch wood dowel joinery ensures strength and 
stability.  

 Installation friendly with pre-mitred frames featuring 
the Hofmann Dovetail Key Technology, as well as 
pre-installed choice of framing available. 

 Fully framed product with hinge finish choices. 

 Available in ten standard stains plus custom stain 
match  

 Shipped in two to three weeks: the most consistent 
and reliable time in the industry. 

 Lifetime Limited Warranty demonstrates Lanco’s 
commitment to quality. 

 Montego 

 Minimum Maximum 

2 1/2”Louvers 12” 28” 

3 1/2”Louvers 12” 32” 

4 1/2”Louvers 12” 36” 

 

Recommended Panel Width 

Stile 11/16” x 2” beaded 

Top & Bottom Rail 7/8” thick, cut from 5” stock 

Divider Rail 7/8” thick; 2”, 3” & 4”* wide 
* Placed in panels over 75” high. 
 

Louvers 3/8” thick; elliptical 21/2”, 31/2” , 41/2” 

Lumber Basswood 

Construction 3” Dowels on 11/2” Centers 

Tension System Adjustable tension screws 

Tilt Rod 1/2” thick, 5/8” wide 

Louver Tilt Option Front Tilt, Rear Tilt, Concealed 
Tilt 

Hinge Mortise Non-mortise Hinges 
Hinges are placed 24” center maximum to 
influence swinging stability. 
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 Montego 

Finish Options   

Fancy Trim / K45 Deco Trim / K35 L Frame / K55 AJ 520 Sill Cap 

Sill Piece Zen L  
(ZL) 

3” Zen Frame  
(3ZFL) 

Zen Sill Piece  
(ZSP) 

Large Sill Cap  
D30 

Small Zen Sill Cap 
(SZSC) 

2” Zen Frame L16  
T-Post 
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